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General description 


The basic Plasteco dome skylight consists of a 
free floating Plexiglas* dome on a Neoprene cork 
gasket between two sturdy metal frames. This basic 
design has been proven in use for over seven years 
in thousands of installations the country over. Here 
are its advantages: 

(1) Ample, uniform daylighting 

(2) Daylighting of inside areas, otherwise 
impossible 

(3) Load strength well in excess of safety 
requirements 

(4) Shatter resistance 

(5) Light weight 

(6) Perfect weathertightness 

(7) Self cleaning, by rain 

(8) Ease of installation 

(9) No operation or maintenance expense 

In addition, and through the same roof opening, 
the following advantages are provided by the use 
of the appropriate unit: 

(10) Thermal insulation 

(11) Power ventilation 

(12) Gravity ventilation 

(13) Automatic emergency ventilation 

(14) Access to roof 

(15) Light control, from total light to total 
darkness 

*Trade Mark Registered, Rohm & Haas Company, Philadelphia, Pa. 


Plasteco now offers a choice of three 
Plexiglas dome materials — each with 
different light transmission properties: 

Standard White Translucent 

dome material has been the standby of 
the acrylic dome industry for many years 
and has been used in thousands of instal¬ 
lations in all sections of the country. 
Transmits 88% „of the available light at 
5 degrees sun elevation and 56% of the 
available light at 50 degrees sun eleva¬ 
tion. Excellent light diffusion. Furnished 
as standard unless otherwise specified. 


Hi-Density White Translucent 

dome material gives a relatively uniform 
light transmission curve between 8 a.m. 
and 4 p.m. Transmits up to 60% of the 
available light at 50 degrees sun eleva¬ 
tion. Average surface brightness is lower 
and more uniform than for Standard 
White Translucent dome material, and 
transmits less radiant solar energy per 
sq. ft. 

Clear Colorless dome material 
transmits practically all the available 
light. Recommended where maximum 
brightness without diffusion is desired. 
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Daylighting Efficiency at Noon at 38° N. Lat.—August 1 



Daylight 

Transmittance 

Radiant Solar 

Heat Transmittance 

Daylighting 
Efficiency 
(Light/Heat) 

Air- 

Conditioning 

Requirements 



BTU/hr./ 

Equivalent 

Lumens/ 

Tons/ 

Daylighting 

Lumens/Sq. Ft. 

Sq. Ft. 

Watts/Sq. Ft. 

Watt 

10,000 Lumens 

Standard White 






Translucent 

5270 

170 

49.8 

106 

.027 

Hi-Density White 






Translucent 

3110 

100 

29.3 

106 

.027 

Artificial Lighting 



Incandescent lamps 



15-20 

.14-.19 

Fluorescent lamps including ballasts 


45-60 

.047-.063 
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Continuous dome skylight arrangement 

A combination of two or more square or rectangular 
dome skylights can be used to daylight larger interioi 
areas. Dimension A is standard inside curb dimension 
shown on schedule. 


opfc 

ak 


Plasteco Dome Skylights are simple in 
design, easy to install, leakproof and mainte¬ 
nance-free. They are available in a wide range of 
standard sizes, including several recently added 
in the square and rectangular models and acces¬ 
sories (pgs. 4, 5 and 6). 

Self-Adjusting Counter Flashing, exclusive with 
Plasteco, is now made of a tough plastic instead 
of aluminum. This plastic strip is flexible and 
conforms readily to any thickness or irregularity 
of the curb flashing, thereby stopping the en¬ 
croachment of driven rain from beneath. Self- 
adjusting counter flashing also eliminates the 
possibility of electrolytic corrosion even when 
galvanized curb flashing is used. Available on 
aluminum frames only. 

A choice of three Plexiglas dome materials of 
different light transmission is now offered in all 
standard units. (See pgs. 2 and 3.) 


Square and Rectangular Dome Skylights • extruded aluminum 
frame or copper, stainless steel or galvanized iron frame 
























(For EXTRUDED ALUMINUM FRAME 
and 1 Vs "-thick WOOD CURB) 

a. Dome skylights shall be factory assem¬ 
bled units, Nos. -, as manufactured 

by Plasteco, Inc., Houston, Texas. Each 
unit shall consist of a Plexiglas dome in 
an inner and outer metal frame. 



Dome shall be formed of white trans¬ 
lucent (or clear colorless) Plexiglas, of 
thickness shown on schedule. 


c. Frames shall be of 6063-T5 extruded 
aluminum, welded at the joints. Outer 
frame shall have a minimum thickness 
of .062". Inner frame shall have a 
minimum thickness of .080", and shall 
have a continuous condensation gutter 
with provision for weepage of conden¬ 
sate through gasket. Inner frame shall 
be equipped with plastic self-adjusting 
counter flashing. 


OUTER FRAME 

GASKET_ 

BLINO RIVET" 
INNER FRAME 



SELF-ADJUSTING | 
COUNTER FLASHING 


SLOPING 
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4" THICK CURB ,1 



Vaulted dome skylight arrangement 

A combination of two half domes and one or more center 
sections may be joined to form a vaulted dome skylight 
of any desired length. Write for complete data and sizes. 


d. Curb (by others) shall be framed of 
l 5 /8 "-thick wood members. Top of curb 
shall be a minimum of 6" above roof 
deck or, if cant strip is used, a minimum 
of 4" above cant strip. 

e. A bead of asphalt-base plastic cement 
shall be laid on top of curb, and the 
dome skylight seated firmly and secured 
from the inside of curb with attaching 
screws furnished. 

(For 4"-thick CONCRETE CURB , substi¬ 
tute the following for “d.” above) 

d. Curb (by others) shall be of 4"-thick 
concrete, with a 4"-wide wood nailing 
member secured to the top. Top of nail¬ 
ing member shall be a minimum of 6" 
above roof deck or, if cant strip is used, 
4" above cant strip. 

(For COPPER , GALVANIZED IRON , or 
STAINLESS STEEL FRAME , substitute 
the following for “c” above) 

c. Frames shall be of 24 ga. primed gal¬ 
vanized iron, or 16 oz. cold rolled copper, 
or 24 ga. stainless steel. All joints shall 
be soldered. 
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Accessories for square and rectangular dome skylights 

Darkening Shade • Ceiling Dome • Light Control Louver 



Ceiling domes shall be factory 
assembled units, Nos._, as manu¬ 

factured by Piasteco, Inc., Houston, 
Texas. 

Dome shall be formed of white trans¬ 
lucent Plexiglas, of thickness shown 
on schedule. 

Frame shall be of 6063-T5 extruded 
aluminum, minimum thickness .060", 
with an Alumilited finish. Frame shall 
be hinged on one side. 


Darkening shades shall be 

factory assembled units, Nos. _, 

as manufactured by Piasteco, Inc., 
Houston, Texas. 

Shade shall be cotton textile, 1.85 
drill, 64 x 44 thread count, and vinyl 
coated each side. It shall be opaque, 
washable and flame resistant. 

Roller shall be of metal, one piece and 
mounted in 22 ga. steel frame. Frame 
shall be finished in white enamel. 


Light control louvers shall be 

factory assembled units, Nos. _, 

as manufactured by Piasteco, Inc., 
Houston, Texas. 

Louvers shall be of aluminum with 
a white synthetic enamel finish. They 
shall be 3V4" wide on 2 Vi" center 
pivots, allowing Va " overlap when 
closed. Louvers shall be manually 
operated with pole. 

Frame shall be of extruded aluminum. 


Unit No. 

CEILING DC 

Outside 

Dimension 

B 

>ME 

Dome Dome 

rhickness Height 

DARKENING 

SHADE 

Unit No. 

LIGHT COI 

Unit No. 

MTROL LOUVER 

Outside 

Dimension 

CEILING DOME 

Outside 

Unit No. Dimension Dome Dome 

DARKENING 

SHADE 

Unit No. 

LIGHT CONTROL LOUVER 

Outside 

Unit No. Dimension 

CD-1616-2 

CD-2020-2 

CD-2424-2 

CD-3232-2 

16^x1654 

21 x 21 
24'% X uVa 
32%x32% 

.060 

.060 

.060 

.060 

1^2 

2 

3 

-JJ4- 

DS-1616-2 

DS-2020 

DS-2424-2 

DS-3232-2 

DL-1616 

DL-2020 

DL-2424 

DL-3232 

15% X 15% 

20 % X 20'% 

23 % x 2.3Va 
31%.x31% 

CD-2424-2C 

CD-3232-2C 

CD-3939-2C 

CD-4848-2C 

1914x19)4 
2714 x 27)4 
34)4 x 3414 
43)4 x 43)4 

.060 

.060 

.100 

.100 

214 

314 

314 

5 

DS-2424-2C 

DS-3232-2C 

DS-3939-2C 

DS-4848-2C 

DL-2424-4 

DL-3232-4 

DL-3939-4 

DL-4848-4 

19x 19 
27x27 

3314 x 3314 

43 x 43 

CD-3939-2 

CD-4848-2 

CD-5858-2 

CD-6464-2 

39 x 39 

48)4 x 48)4 
57x57 
**% « 54% 

.100 

.100 

.125 

.187 

314 

5 

6 

7 

DS-3939-2 

DS-4848-2 

DS-5858-2 

DS-6464-2 

DL-3939 

DL-4848 

DL-5858 

DL-6464** 

383^2 x 38j^ 

47 3 % x 47% 
56% x 56% 
63% x 63 

CD-5858-2C 

CD-6464-2C 

CD-7777-2C 

CD-2448-2C 

52% x 52% 

59% x 59% 
72%x72% 
19% x43% 

.125 

.187 

.187 

.060 

6 

7 

10 

3 

DS-5858-2C 

DS-7777-2C 

DS-2448-2C 

DL-5858-4 

DL-6464-4 

DL-7777-4** 

DL-2448-4 

S1%x51% 

59x59 

71%x71% 

19 x 43 

CD-7777-2 

CD-1624-2 

CD-1632-2 

CD-1648-2 

77 x 77 

16^ x24 '/a 
16% x32% 

.187 

.060 

.060 

.060 

10 

214 

214 

3 

DS-7777-2 

DS-1624-2 
DS-1632-2 
-PS-1648? 

DL-7777** 

DL-1624 

DL-1632 

-Pl-1648 

76% x 76'% 

15Vax22?/a 
'5% x 31% 
15% x47% 

CD-2892-2C 

CD-3248-2C 

CD-3264-2C 

CD-3272-2C 

22% x 86% 

27% x 43% 
27% x 59% 
27% x 64V. 

.187 

.060 

.125 

.125 

7 

5 

6 

5 

DS-3248-2C 

DS-3264-2C 

DS-3272-2C 

DL-2892-4* 

DL-3248-4 

DL-3264-4 

DL-3272-4* 

2214 x 86)4 

27 x43 
27x59 

27 x 6614 

CD-2448-2 

CD-2892-2 

CD-3248-2 

CD-3264-2 

24)4 x 48)4 

27J4 x 91 14 

32)4x4814 

.060 

.187 

.100 

.125 

4 

7 

5 

6 

DS-2448-2 

DS-2892-2 

DS-3248-2 

DS-3264-2 

DL-2448 

DL-2892* 

DL-3248 

DL-3264* 

23% x 47% 

27x91 

31% x 47% 

31x 63M 

CD-3977-2C 
CD-4061-2C 
CD-4864-2C 
CD-6072-2C 

34) 4 x 7214 

35) 4 x 56)4 
43)4 x 59)4 
5414 x 6614 

.125 

.100 

.125 

.187 

6JT 

5)4 

614 

8 

DS-3977-2C 

DS-4061-2C 

DS-4864-2C 

DL-3977-4* 

DL-4061-4 
DL-4864-4 
DL-6072-4* 

33% x71% 

34% x 55% 

43 x59 

5414 x 6614 

CD-3272-2 

CD-3977-2 
CD-4061 2 
CD-4864-2 

3214 x 71)4 

39x77 

40 x 61 
4814 x 6414 

.125 

.125 

.100 

.125 

6 

614 

514 

6)4 

DS-3272-2 

DS-3977-2 

DS-4061-2 

DS-4864-2 

DL-3272* 

DL-3977* 

DL-4061 

DL-4864* 

3114 X71 

38) 4 * 7614 

39) 4 x 60)4 

CD-6092-2C 

CD-6496-2C 

5414 x 8614 

5914 x 9114 

.187 

.187 

10 

8 


DL-6092-4* 

DL-6496-4* 

54% x 86V, 
59x91 

4714 x 6314 




CD-6072-2 

CD-6092-2 

CD-6496-2 

5914 x 71 )4 

5914x91)4 
6414 x 9614 

.187 

.187 

.187 

8 

10 

8 


DL-6072* 

DL-6092 

DL-6496** 

59x71 

59x91 

6314 x 9514 


*Louvers parallel to short dimension of curb on these units only. 
**Composed of two single units with a dimension bar through center. 
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For dimension A, see pgs. 4 and 5 
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Circular dome skylights shall 

be factory assembled units, Nos. _, 

as manufactured by Plasteco, Inc., Hous¬ 
ton, Texas. Each unit shall consist of a 
Plexiglas dome, an inner and outer metal 
frame, and an insulated curb. 

Dome shall be formed of white trans¬ 
lucent (or clear colorless) Plexiglas, of 
thickness shown on schedule. 

Frames shall be of aluminum (or 16 oz. 
rolled copper). 

Insulated curb shall be of aluminum (or 
16 oz. rolled copper). Curb shall be 9" 
(or 4") high, and shall have 1" fiber¬ 
glass insulation. Curb shall have 3" flange 
at base for fastening to roof deck. 


Unit 

No. 

Inside Curb 
Dimension A 

Outside 
Dim B 

Dome 
Height D 

Dome 

Thickness 

3600 

31" 

37" 

11" 

%6" 

4800 

43" 

49" 

13" 

%6" 

6000 

54" 

60" 

19" 

Ji" 

7200 

67" 

73" 

22" 

X" 


Circular well liners shall be fac¬ 
tory assembled units, Nos. _, as 

manufactured by Plasteco, Inc., Hous¬ 
ton, Texas. Well liner shall be formed 
of 20 ga. steel, finished in white. The 
roof deck-to-ceiling height of the liner 
shall be adjustable from 8" to 15" (or 
from 14" to 26"). 


Unit 

No. 

Outside 

Dim. B 

Roof & Ceiling 
Opening A 

WL-3600 

3214" 

3114" 

WL-4800 

4414" 

4314" 

WL-60Q0 

55V4" 

5414" 

WL-7200 

6814" 

6714" 


Circular ceiling domes shall 

be factory assembled units, Nos. _, 

as manufactured by Plasteco, Inc., Hous¬ 
ton, Texas. Dome shall be formed of 
white translucent Plexiglas, of thickness 
shown on schedule. Frame shall be of 
18 ga. steel, finished in white, and 
hinged 


Unit No. 

Outside 
Dim. B 

Dome 

Thcknss 

Dome 
Height D 

Roof & 
Ceiling 
Opening A 

CD-3600 

33’/4" 

.100" 

4" 

3114" 

CD-4800 

451 / 4 " 

.125" 

5" 

431 / 4 " 

CD-6000 

561/4" 

.125" 

7" 

5414" 

CD-7200 

691 / 4 " 

.187" 

8" 

671 / 4 " 






























Double Dome Skylight 


Insulated Curb Dome Skylight 


Double dome skylights shall be factory assembled 

units, Nos._, as manufactured by Plasteco, Inc., 

Houston, Texas. Each unit shall consist of an inner 
and outer Plexiglas dome and an inner and outer 
extruded aluminum frame. 

Domes shall be formed of white translucent (or clear 
colorless) Plexiglas of thickness shown on schedule. 
Frames shall be of 6063-T5 extruded aluminum. 
Outer frame shall have a minimum thickness of 
062". Inner frame shall have a minimum thickness 
of .080", and shall have a continuous condensation 
gutter with provision for weepage. Inner frame 
shall be equipped with plastic self-adjusting counter 
flashing. 

Curb (by others) shall be framed of l 5 /s "-thick 
wood members (or shall be of 4"-thick concrete with 
a 4"-wide wood nailing member secured to the top). 


Insulated curb dome skylights shall be factory assem¬ 
bled units, Nos._, as manufactured by Plasteco, 

Inc., Houston, Texas. Each unit shall consist of a 
Plexiglas dome, an inner and outer extruded alum¬ 
inum frame, and an insulated curb. 

Dome shall be formed of white translucent (or clear 
colorless) Plexiglas, of thickness shown on schedule. 
Frames shall be of 6063-T5 extruded aluminum. 
Outer frame shall have a minimum thickness of 
.062". Inner frame shall have a minimum thickness 
of .080", and shall have a continuous condensation 
gutter with provision for weepage. 

Insulated curb shall be double wall of 3003-H14 
aluminum, of thickness shown on schedule, with 
23/s" fiberglass insulation. It shall be 9" (or 4") 
high and shall have 3" flange at base for fastening 
to roof deck. 



OUTER DOME 


OUTER FRAME 


INNER DOME 


DOME 


GASKET 


OUTER FRAME 


INNER FRAME 


GASKET 


INNER FRAME 


SELF-TAPPING 

SCREW 


WOOD SCREW 


INSULATED CURB 


ROOF FLANGE 
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*These units available with clear colorless domes only. 



















Power Vent Dome Skylight 

Flange mounting or curb mounting types 



i 





a. Power vented dome skylights shall be 

factory assembled units, Nos. _, as 

manufactured by Plasteco, Inc., Houston, 
Texas. Each unit shall consist of an air 
exhaust unit in an insulated curb, sur¬ 
mounted by a Plasteco Dome Skylight* 
with a white translucent (or clear colorless) 
Plexiglas dome. 

b. Air exhaust unit shall consist of a metal 
housing, fan and motor, removable grill, 
and independently-powered, insulated 
weather door. Fan shall be 8" dia., 425 cfm 
capacity (or 12" dia., 900 cfm capacity). 
Fan motor shall be 110 v. single phase, 
60 cy, 1550 rpm. 

c. Insulated curb shall be double wall of 
3003-H14 aluminum of thickness shown on 
schedule, with 2 3 /s" fiberglass insulation. 

(FLANGE MOUNTING , include following) 

d. Insulated curb shall have 3" flange at base 
for fastening to roof deck. Curb shall be 
15" high with 8" dia. fan unit (or 20" 
high with 12" dia. fan unit). 

(CURB MOUNTING include the following) 

d. Insulated curb shall have a base preparation 
for mounting on a l 5 /s "-thick curb (by 
others). Insulated curb shall be 13" high 
with 8" dia. fan unit (or 18" high with 
12" dia. fan unit). 


*Square or rectangular unit, extruded aluminum frame. 
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Hatchway Dome Skylight 


Open Vent Dome Skylight 


a. Hatchway dome skylights shall be factory assem¬ 
bled units, Nos._, as manufactured by Plasteco, 

Inc., Houston, Texas. Each unit shall have a Plexi¬ 
glas dome in an inner and outer frame. Inner frame 
shall be hinged and latched to a curb frame for 
access to roof. 

b. Dome shall be formed of white translucent (or clear 
colorless) Plexiglas, of 3/16" thickness. 

c. Frames shall be of 6063-T5 extruded aluminum, of 
the following minimum thicknesses: outer frame— 
.062"; inner frame—.080"; curb frame—.080". 
Inner frame shall have condensation gutter and 
provision for weepage. 

(For INTEGRAL CURB , include the following) 

d. Unit shall have an integral curb of 3003-H14 alum¬ 
inum, .051" thick. Curb shall be 11" high, with 3" 
flange at base for fastening to roof deck. 

(For CURB MOUNTING , include the following) 

d. Unit shall be mountable on 1%"-thick curb (by 
others). 


a. Open vent dome skylights shall be factory assembled 

units, Nos._, as manufactured by Plasteco, Inc., 

Houston, Texas. Each unit shall have a Plexiglas 
dome in an inner and outer frame. Inner frame shall 
be hinged to a curb frame. Lifting arm shall be 
manually operated with pole furnished. 

b. Dome shall be formed of white translucent (or clear 
colorless) Plexiglas, of thickness shown on schedule. 

c. Frames shall be of 6063-T5 extruded aluminum, of 
the following minimum thicknesses: outer frame— 
.062"; inner frame—.080"; curb frame—.080". 
Inner frame shall have condensation gutter and 
provision for weepage. 

(For INTEGRAL CURB , include the following) 

d. Unit shall have an integral curb of 3003-H14 alum¬ 
inum, .051" thick. Curb shall be 11" high, with 3" 
flange at base for fastening to roof deck. Unit shall 
be equipped with a removable screen. 

(For CURB MOUNTING, include the following) 

d. Unit shall be mountable on l 5 /s "-thick curb (by 
others). 



INTEGRAL CURB 
Flange Mounting 
Unit No. 

Curb Mounting 
Unit No. 

Inside Curb 
Dimension 

A 

Dome 

Thickness 

Dome 

Height 

D 

PH-3232-FM 

PH-3232-CM 

3CM"x30 Va" 

Ht" 

8" 

PH-3248-FM 

PH-3248-CM 

30V4"x46'/i" 


10 " 


INTEGRAL CURB 
Flange Mounting 
Unit No. 

Curb Mounting 
Unit No. 

Inside Curb 
Dimension 

A 

Dome 

Thickness 

Dome 

Height 

OV-2020-FM 

OV-2020-CM 

19"xl9" 

V4" 

5" 

OV-1624-FM 

OV-1624-CM 

14K"x22K" 

V," 

5" 

OV-1648-FM 

OV-1648-CM 

14 , A"x46 , A" 

Hr 

6" 

OV-3232-FM 

OV-3232-CM 

3014"x30!4" 


8" 

OV-3248-FM 

OV-3248-CM 

30!4"x46!4" 

*6" 

9" 

OV-4848-FM 

OV-4848-CM 

46tt"x46tt" 


12" 


IO 

























Self-Flashing Double Dome Skylight 


With the introduction of this unit, Plasteco has pro¬ 
vided all the advantages of conventional self-flashing 
dome skylights, plus several important special 
advantages. 

The tough, shatterproof fiberglas-reinforced outer 
dome and flange combination provides exterior pro¬ 
tection while the white translucent Plexiglas inner 
dome provides maximum light diffusion, lower total 
solar transmission and uniform surface brightness. 

The double dome construction eliminates condensa¬ 
tion and provides good thermal insulation. 

The unit is especially easy to install and makes an 
attractive, low-silhouette installation. 


a. Self-flashing double dome skylights shall be factory 

assembled units, Nos.-, as manufactured by 

Plasteco, Inc., Houston, Texas. Each unit shall con¬ 
sist of a reinforced plastic outer dome-roof flange 
combination and a free-floating Plexiglas inner 
dome. 

b. Outer dome and roof flange shall be of light-stabi¬ 
lized, thermosetting fiberglas-reinforced polyester. 
Inner dome shall be formed of white translucent 
Plexiglas, of thickness shown on schedule. 

c. Inner dome shall be retained by a lip in the base of 
the outer dome. The inner dome flange shall be set 
in a flexible gasket material (mastic sealant) which 
shall permit thermal expansion and contraction of 
the dome. 

d. Roof flange shall be nailed to the roof deck. Appli¬ 
cations of pitch and gravel shall cover the roof 
flange. 



Unit No. 

Roof Opening 

Inner Dome 
Thickness 

Outer Dome 
Height 

DSF-1711 

1734" x 1734" 

.125 

5" 

DSF-2121 

2134" x 2134" 

.125 

7" 

DSF-3333 

33%" x 33)4'' 

.187 

8 " 

DSF-3939 

39"x 39" 

.187 

10 " 

DSF-1725 

17%" x25%" 

.125 

5" 

DSF-1648 

1634" x 48)4" 

.187 

6 " 

DSF-3272 

3234" X 72" 

.187 

9" 

DSF-3248 

3234" x 4834" 

.187 

8 " 

DSF-4061 

40" x 61%" 

.187 

10 " 
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ALABAMA 

Kelly Brokerage Company 
P. O. Drawer 450 
Ozark, Alabama 

ARIZONA 

Building Specialties Supply 
3026 North 16th St. 
Phoenix, Arizona 

ARKANSAS 

Arkansas Foundry Company 
Little Rock, Arkansas 

CALIFORNIA 

Schultz-Dewey & Company 
190 MacArthur Blvd. 
Oakland, Calif. 

Daniel Dunner 
6200 Alonzo Avenue 
Reseda, Calif. 

Robert Cronin Company 
1331 “T” Street 
Sacramento, Calif. 

COLORADO 

Aero Supply Company 
2223 West 32nd Avenue 
Denver, Colorado 

CONNECTICUT 

Park Ro Way 
P. O. Box 643 
New London, Connecticut 

DELAWARE 

R. C. Kratz Company 
One East Wynnewood Road 
Wynnewood, Pa. 

FLORIDA 

E. F, Zibell 
6134* Stetson Road 
Jacksonville, Florida 
J. K. Martin 
1622 Kennilworth 
Sarasota, Florida 
Edgar J. Clark, Inc. 

1109 West Gaines St. 
Tallahassee, Florida 

GEORGIA 

Attaway & Howell 
3854 Fama Lane, N.E 
Atlanta, Ga. 

ILLINOIS 

Sisco, Inc. 

Route 66 
McCook, Illinois 


INDIANA 

Schlamp Building 
Specialties Co. 

P. O. Box 516 
Evansville, Indiana 
Tanner & Company 
409 South Pennsylvania St. 
Indianapolis, Indiana 

IOWA 

Charlton Equipment Company 
5825 Waterbury Circle 
Des Moines, Iowa 

KANSAS 

W. K. Dyer Company 
5420 Johnson Drive 
Mission, Kansas 

KENTUCKY 

Faulkner-Clark Material Sales 
585 East Third Street 
Lexington, Ky. 

R. L. Craig & Associates 
P. O. Box 64 
Louisville, Ky. 

LOUISIANA 

C. M. Long, Inc. 

P. O. Box 181 
Lake Charles, La. 

Favrot & Pierson 
P. O. Box 7116 
New Orleans, La. 

Shreveport Window Products 
175 Carroll Avenue 
Shreveport, La. 

MINNESOTA 

James C. Nystrom 
Northwestern Bank Building 
Minneapolis, Minn. 

MISSISSIPPI 

Laughlin Company 
P. O. Box 962 
Jackson, Miss. 

MISSOURI 

The McCoys 
P. O. Box 653 
Joplin, Missouri 

R. R. Waites Company 
4233 Chouteau Avenue 
St. Louis, Missouri 

MONTANA 

Montana Steel & Supply Co. 

P. O. Box 851 
Billings, Montana 


Montana Steel & Supply Co. 

P. O. Box 1137 
Great Falls, Montana 

NEBRASKA 

Builders Products Company 
3420 Vinton Street 
Omaha, Nebraska 

NEW MEXICO 

Airco Supply Co. 

P. O. Box 1121 
Albuquerque, N. M. 

NEW YORK 

W. F. Decker, Inc. 

146 University Avenue 
Rochester, N. Y. 

Century Fan Sales 
122 East 42nd St. 

New York, N. Y. 

NORTH CAROLINA 

A. J. Yates, Inc. 

Box 3062 
Charlotte, N. C. 

OHIO 

Crysler Sales 
P. O. Box 5664 
Cleveland, Ohio 

OKLAHOMA 

Engineering Service Company 
P. O. Box 1184 
Oklahoma City, Okla. 

OREGON 

Masons Supply Co. 

2637 S.E. 12th Avenue 
Portland, Oregon 

PENNSYLVANIA 

R. C. Kratz Company 
One East Wynnewood Road 
Wynnewood, Pa. 

RHODE ISLAND 

Blackstone Supply Co. 

45 Appleton Avenue 
Pawtucket, R. I. 

SOUTH CAROLINA 

A. J. Yates, Inc. 

Box 3062 
Charlotte, N. C. 


TENNESSEE 

O. M. Jones Company 

P. O. Box 38 
Johnson City, Tenn. 

A. O. Carroll 

P. O. Box 1053 
Nashville, Tenn. 

TEXAS 

Safety Glass Company 
412 North Staples 
Corpus Christi, Texas 
Gambrell & Company 
P. O. Box 6162 
Dallas, Texas 
El Paso Plate Glass Co. 

909 Texas Avenue 
El Paso, Texas 
Plasteco, Inc. 

P. O. Box 9123 
Houston, Texas 
Duo Distributors, Inc. 

P. O. Box 1463 
Lubbock, Texas 
Plastics Center of Texas 
317 Nogalitos Street 
San Antonio, Texas 

UTAH 

Joel P. Paulson & Company 
P. O. Box 132 
Sugar House Station 
Salt Lake City, Utah 

VIRGINIA 

N. B. Handy Company 
Lynchburg, Va. 

WASHINGTON 

F. T. Crowe & Company 
P. O. Box 3104 
Seattle, Wash. 

WISCONSIN 

John Buhler-Co., Inc. 

2619 West North Avenue 
Milwaukee, Wis. 

WYOMING 

Joel P. Paulson & Co. 

P. O. Box 132 
Sugar House Station 
Salt Lake City, Utah 

CANADA 

Evans Engineering Sales, Ltd. 
3628 Burnsland Road 
Calgary, Alberta 

HAWAII 

W. P. Fuller & Company 
P. O. Box 3437 
Honolulu, Hawaii 
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